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Government of Tender Notice

Invitation of Tender Notice No.17 & 18 /Seri

Cnge/Civi/PCR/AIAL/2018-'19

¢ invited by the Executive Engineer, Directorate of Textiles ( Sericulture ), West Bengal, L

45,Ganesh Chandra Avenue(2nd floor), Kolkata-13 for the following works in the dist.of Axllpmduar undcl P.C.R. from |

the bonafide experienced and resourceful contractors having experience in such types of wmka i pmc (Jovunmun l i
Department/Zilla Parishad.

[ NIT
No.
17

18

Name of the Work
Repairing of Bath-room,
loilet & installation of
Pump for drinking water
and Main Gate,
Collapsible Gate at
Moynaguri Cocoon
Market, Jalpaiguri under

PCR.

W homugh repair mg of
Office-cum-Rearing
House (2-storied) and
wooden structure Rearing
House with new Over-
head Tank, Plumbing
works and other allied
\\’Ol"\S at § PP Chﬂlsm

Estimated Cost

' Rs.2.75.698/-

(Rupees two

lakh seventy

five thousand
six hundred

ninety eight)

only,

Rs.4,88,990/-
(Rupees four
lakh eighty
eight thousand
nine hundred
ninety)only.

'l cn(lu pdpus (Nl 1 P| iced Schedule & Form :

Earnest Money

Rs.6.900/-

(Rupees six
thousand nine
hundred)only.

Rs.12,225/-

(Rupees twelve
thousand two
hundred twenty
five)only.

S.DF, |
Jalpaiguri (Alipurduar):

Place of Work

Moynaguri Cocoon

Market, Jalpaiguri
(Alipurduar).

'Chzﬂsa,
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l(om) mont | i
hom IIIL le of
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i

!

S 291 1(i) ete. may be obtained/down loaded from seriivbgov.org

at free of cost. Tender papers should be submitted in the box kept at Head Quarters, Kolkata & papers” should be
arranged in the following manner.

v

Name of the Agency and

Lasl date and time of blemlelOH 01 Tender k v_"a» (8_2016 up}g 3- OO P M at de Qualtub KOH\cll'l

Ddlk, and tinme ol opening of 1u1du 31.08.2018 upto 3- 30 P M at Hde Quarters, KO“\dlcl
Envelope-1. should be superscribed as chlmical Bid for N.LT. No............. of work.

it should contain (Self attested) i) PAN Card. Last Income Tax Return. Valid GSTIN Registration.

Credential (similar nature of work at about 60% of Tender value). E.M.D. and sealed.

LN

P.Tax. Challan,

Envelope-ll, should be superscribed as Financial Bid for N.L'T. No.............. of work, Name of Agency and

should contain filed on 2911(ii) quoting the rate and sealed. 2(two) Nos. Envelopes as noted above (1&11) should be put

in a bigger envelope and sealed. Agency should write clearly NIT No
this Envelope and drop the same as per schedule mentioned in this N.I.T.

acceptable. |
verification.

Name of Work, and Name of'the Agency on

‘_ ,
The Technical Bid will be apened at first. The financial Bid will be opened only if the Technical Bid is found
abour Cess will be deducted from Bill value as per Govt
The details may be seen in the Office of the Commissioner of Textiles (Sericulture), Govt.

. Rules. All the original copies are to be shown for

)l

of)) .sl

Bengal, 45, (nmesh Chandra Avenue(Znd floor), Kolkata - 13 on any working days.and, in IhL \/\Lbblt R

seriwbgov.org,.
the applications without showing any reasons thereof.

will be considered as stipulated date. Acceptance of lowest tender is not obligatory. N.S.C./K. V.1

as barnest Money.

conditions and special terms & conditions will remain binding upon all concerned.

The Commissioner of Textiles (Sericulture), Govt. of West Bengal reserves the right to lu]uulduupl all
[t any date as above happens to be holiday the pext w orl\mn day
- will not be ‘acceptéd
Only the Bank Draft of a Nationalized Bank will be considered as earnest money.
lowest Tender is not obligatory. Notwithstanding anything contained in this Notice Inviting luulu

Auq)mnuc of
hc "0111@1“-1‘c‘r|‘ns5&

‘l

'/\1/'\\%\ \\A
Exécutive Enginéer, ' ©

Directorate of Textiles Sencuhuxc)

West Bengal.



. PricJ\Schedule for Repairing of Office cum Rearing house (2- Storied ) and wooden structure

rearing house with new overhead tank and other allied works at S.D.F. Chalsa ,DistJalpaiguri, under

ReR.PCR .2018-19

Sl. Description of items Unit Quanti}/wRate /Amou&,
Earth work in excavation of foundation trenches or drains in all sorts of m3. 20.00 m3 /],]f9-f27/m3 L 2385.00
soil etc.. including late rite soil etc.. Depth of excavation not exceeding i
1.50 mtr. , /
2. | Single brick soling of picked jhama bricks including m2 | 20.00m 323.00/ m2 6460.00 +—
Ramming and dressing bed to proper level etc.. /J
3. | Ordinary cement concrete works 1:2:4 with graded stone m3| 2.50m3 L3925.00/ 9813.00_+".
Chips etc. by River bazree,
4. | Hire &Labour charges for shuttering etc..Ply board 70.00 m2  328:00/m2 . 22,960.00
has : m?2 e
Shuttering etc.. / _
5. | Reinforcement for reinforced concrete works in all sorts < e T e
of structure including distribution bars, etc. Tor steel... Kgs. 670.00 kgs57.60/ kg. | 38;592.00
for works in-foundation, basement, and up to roof level / / |
of ground floor. Etc. ..... as per PWD schedule. Non Tata /
6. | Ordinary cement concrete works 1:1.5:4 with graded stone m’ 13.00m3 | 4666.00/m3 | 60,658.00
Chips etc.. River bazree _—T T |
7. | S/F/F G.1. Pipes of Tata make Medium. P L il - -
i) 40 mm Dia, pipe Mtr. | 18.00 400.00 /;m‘tr/ 7200.00 »
i) 25 mm dia pipe Mtr | 12.00 mtr },9\00/ mitr. 382;09’
/ // ///
S/F/F wheel valve gunmetal of approved brand & make etc e P ’ =
)40 mm dia.. No |3 nos. 590.00/¢ K 4770.004—
el No |4nes < Lrscon] _— 3112.00]
v)80 mm dia... No |2 nos / 438.00/cacll | 876.00
No |1no / §384.W 6384.00|
] -
S/F/F PVC pipes for exposed works medium duty conforming to / o~ "
AEEMID- S hwnigla S0 e | Mtr | 20.00 mtr. | 191.00 /mtr 3820000 |
i )25 mm dia pipe 2 B
i 315 ey gl Mtr.. | 12.00 ryr/ 1 17.0(%[]}&. 14019(}
i) /
10. | S/F/F white vitreous china ware best quality of approved make No. | 3 nos. / 2208.0W ' 662
Wash Basin 550 mm X 400.mm. etc.. //""
11. | S/F/F PVC- Stop cock, bib cock,Piller cock, angular stop cock | No. | 30 nos. 154.00/each—T" 4620001
15 mm Dia PTMT Watertek, Jaguar / - /b/ )O/ o
12. | S/F/F- 1000Litre PVC water Storage Tank of approved brand 2 noy 51 ZS.W IOWV
And make with closed top Black Multilayer .Sintex/Watertek No //”' | <
13. | S/F/F —UPVC Pipes (B- Type )& fittings conforming to IS 13595-1992 | mtr | 3.00 npl/ 196.00 tr 588_()()/
Single socketed. i) 110 mm dia 3. )
14. | S/F/F- 4 (feet) Tube Light set Phillips Make for wooden RH.(inspection | No. | 6 Nos. 825‘0%26( 4%),%’( K
Room) Electronic chocks.. . I g
15. | Stripping off worn out plaster and racking out joints etc.. m2 28200}2/ 19.@2/“ 5358V i
16 | Plaster with sand cement mortar including rounding off / 4 /_.__u )
corners as directed 5 / |
vii)  With (1:4) Cement sand mortar 20 mm thick. m2 112.00 m2 ( 177.00/m2/ 19,0%2}09—"
viii)  With (1:4) Cement sand mortar 15mm thick. o [ 100.00m2 ™ 154.00/m2° | 15,400,
iX) i) With (1:4) Cement sand mortar 10 mm thick. 70.00 m2 //rfs.oo /m2—1  8,750.00 ,
g r e
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SI. Description of items Unit Q?mu;}/” Rate Amount Rs.

17. | Neat cement punning about 1.5 mm thick etc...... : 5 ‘1 170.00 m2 34.00/m2 57890/’"’
. m ]

18. | Extra for staging beyond 4 mtr. For RCC tank structure & other 220.00 [ 60.00/ -1 13,200.00
areas. m2 )ﬁ/ ‘/ru2/

19. | White washing including cleaning and smoothening surface m” | 1500.00 m2-7718.14/m? 27,210.0
thoroughly -2 coats /"”l/ / y

20. | Applying decorative cement base paint of approved quality m’ | 500.00m? | .49.00/m? -+ 24,5%“
preparing the surface -2 coats e

21. | Addadditional extra for each additional floor etc.. m?2 250.0%«"0.71 / m2/" ww

22.| Priming one coat on Steel or other metal surface by oil Sqm. |-235.00 29.00/ ) 6815 r

; bound paint of approved quality. PZ/ /m%/ /09/

23. | Priming one coat on timber or other surface by oil bound Sqm. | 400.00 m2—38.00 / 15,200,00-
paint of approved quality. ‘/V /m2/ /—0-0

24. | M.S. Ornamental grill of approved design 10 kg — 16 kg / m2

150.00 kg. _+73.71/ i 11,05
Kg e ke 105706
257 1 aking out shutters of doors and windows dismantling by parts

y 10.00/mz/ 126.00 126060
q For repair or replacements ... m2 W )96

26. | Wood work in beam, bargas fitted and fixed complete for 4 nos. = -

Wooden khot for inspection rooms at 1* floor of wooden rearing | m3 | (0.300 Pa/ 71 ,47W 21,4W

House Sal siliguri( Khot size -1.20 X 2.10 mtr. )

27.| S/F/F —boiling water resistance ply board (for 4- nos wooden i -
khot top) conforming to IS -303-1989 bonded with phenol dehyd- ) 10.08 2420)9@ 24,394.001 '
ide 19 mm thick (Specially KIT P1Y ) " 4 : ]

28. | S/F/F Ceiling fans (4- feet) of approved quality Crompton - -
graves/ Khoitanmake.(for Inspection rooms of wooden rearing | No 2 ?g/ 2000.00/7%0. 400’()/_09/ ‘
House )

29. | Electrical wiring with 1.5 mm 2 copper wire (Finolex ) with .. |4 poiny 7500.00 /C}h’// 2000 :
Switch 5 amp. Points| , _

30. | S/F/F mosquito proof nylon netting of any type of windows.. 10.00 /ma/ '949.00 8 9490 o
m2 §

31. | Ceiling with 12 mm thick wooden plank fitted and fixed complete 5 18.00y’951.00/ m2 | —17,118.00- _
m

< . <

Rs.4,32,276.00 / .

Add 12% (6 % CGST + 6 % SG — =Rs.51,873.00
Rs.4,84,149.00 / -]
Add 1 % Labour welfare cess. Rs.4841.00 .

Totale.4,88W/ |

—



SI. Description of items Unit Qymm/'“ ?- Amount Rs.

17. | Neat cement punning about 1.5 mm thick etc...... ; i ‘1 170.00 m2 34.00/m2 578?_/00/’”'
: m 1
| 18. | Extra for staging beyond 4 mtr. For RCC tank structure & other 220.00 60.00 / -1 13,200.00
areas. LY )ﬁ/ ‘}ﬁ/ /L
19. | White washing including cleaning and smoothening surface m” | 1500.00 m2-1718.14/m? 27,210.0 ’
thoroughly -2 coats )/ / )V
20. | Applying decorative cement base paint of approved quality m’ | 500.00m? | 49.00/m? 24,500,0%”
preparing the surface -2 coats /
21. | Addadditional extra for each additional floor etc.. m2 250.0%«"0.71 / m2/" wﬂ_——«
22.| Priming one coat on Steel or other metal surface by oil Sqm.|-235.00 29.0W 681/509/
. bound paint of approved quality. '
23. | Priming one coat on timber or other surface by oil bound Sqm.| 400.00 m2 3 800)/3/ 15,200
paint of approved quality. ‘/b /—09
24. | M.S. Ornamental grill of approved design 10 kg — 16 kg / m2 150.00 kg. _+73.71/ il 11,05
I e B
25| Taking out shutters of doors and windows dismantling by parts 10.00):&/ 126.00 126 :
For repair or replacements ... m2 ¢ W )96

26. | Wood work in beam, bargas fitted and fixed complete for 4 nos. -

Wooden khot for inspection rooms at 1* floor of wooden rearing | m3 | (0.300 ?a/ 71,474, 3 21 ,4%({
House Sal siliguri( Khot size -1.20 X 2.10 mtr. ) ;

27.| S/F/F —boiling water resistance ply board (for 4- nos wooden 1 -
khot top) conforming to IS -303-1989 bonded with phenol dehyd- m 10_0};,{ 2420)9@ 24,394.0 r B
ide 19 mm thick (Specially KIT P1Y ) : :

28. | S/F/F Ceiling fans (4- feet) of approved quality Crompton - L
graves/ Khoitanmake.(for Inspection rooms of wooden rearing | No 2 ?g/ 2000.00/70. 4()00))9/ i
House )

29. | Electrical wiring with 1.5 mm 2 copper wire (Finolex ) with 14 poiny’500.00 /e/achf/" 2000 $
Switch 5 amp. Points|

. it proof nylon netting of any type of windows.. 949, T —
30. | S/F/F mosquito proof nylon netting of any type of windows 2 10-00,Uﬁ/ 949.00 9490 )
31. | Ceiling with 12 mm thick wooden plank fitted and fixed complete 5 18.00?/95],00/ m2 | —17,118.00-| _
m
/ Rs4,3227600 —— ~
Add 12% (6 % CGST +6 °/ﬁl/f’“ =Rs.51,873.00 s

Rs.4,84,149.00 / ]
Add 1 % Labour welfare cess. Rs.4841.00 .

Totale.4,88yO/ |
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